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Project Name Type

Catalog # Date

FEATURES

•   Step dimming function  
•   Start up time: <1S
•   Work with zero-fire cable wire connection   
•   No hub required
•   UL60730 certified
•   FCC Part15
•   Android™ compatible
•   iOS® compatible
•   Works with Google Assistant™
•   Works with Amazon Alexa™

SPECIFICATIONS

PRODUCT OVERVIEW
Smart dimmer WiFi switch by GM Lighting provides 
ultimate lighting control from anywhere with GM’s 
LUXcontrol™ App. Smart dimmer enables wireless 
control of your lighting fixtures providing functions 
such as step dimming, ON/OFF control, timer and 
schedule.

ELECTRICAL
• 120V, 50/60Hz
• Load power: 120VAC / 300W (INC) /          
   150W (LED)
• Relay supply voltage: 5VDC
• Module supply voltage: 3.3VDC

WARRANTY
• 3-year warranty

OPERATING TEMP
• -4 to 122°F (-20 to +50°C)

CERTIFICATION
• FCC compliant
• UL certified

®

3 Yr.
WARRANTY

Model Description
SHWD Smart 2.4GHz WiFi Dimmer, 120V, White

ORDERING INFORMATION Example: SHWD

ENVIRONMENT
• Store in a dry location

DRY
L O C A T I O N
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WIRING DIAGRAM

DIMENSIONS
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1.69in
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