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Professional Finished Appearance For 
Your LED Strip Light Applications
Our new collection of 8 foot mud-in and walk-over channels 
offers a substantial perforated mounting area that surrounds 
a large variety of different widths, depths and angles. We are 
confident that you’ll find the right channel for your application 
- no matter what your mounting challenge is.

CHOICE OF WIDTHS AND CONFIGURATIONS 
ASSURES A FIT FOR ALL GM LIGHTING TAPE

Specification-At-A-Glance

CONSTRUCTION
  • 8’ Extruded Aluminum Channel 

OPTICS
• Frosted Lens (provided)  

CERTIFICATIONS
• IK08 Walk over rating 
  (selected models) 

ACCESSORIES
• End caps

FITS LEDTask™ 
LTR SERIES TAPE

WORKS WITH 1.5W AND 3W, 24VDC 
CHIP-ON-BOARD (COB) TAPE 
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  Catalog No. Description Length Dimensions

 LED-CHL-MI-ST8

Standard extruded 
aluminum mud-in 
channel.  Includes 
snap-on frosted lens.

8’

 LED-CHL-MI-ST-EC

(2) End caps for 
LED-CHL-MI-ST8
one solid, one with 
hole.

1.81”

.55” .39” .81”

1.12”

 LED-CHL-MI-ISC8

Standard extruded 
aluminum mud-in 
inside corner channel.  
Includes snap-on 
frosted lens.

8’

 LED-CHL-MI-ISC-EC
(2) End caps for LED-
CHL-MI-ISC - one 
solid, one with hole

1.02”

.35”.41”

.51”

1.81”

90°

 LED-CHL-MI-OSC8

Standard extruded 
aluminum mud-in 
outside corner chan-
nel.  Includes snap-on 
frosted lens.

8’

 LED-CHL-MI-OSC-EC
(2) End caps for LED-
CHL-MI-OSC - one 
solid, one with hole

1.99”

.52”

.90”

.28”

.41”

90°

 LED-CHL-MI-SST8

Standard extruded 
aluminum mud-in slim 
channel.  Includes 
snap-on frosted lens.

8’

 LED-CHL-MI-SST-EC
(2) End caps for LED-
CHL-MI-SST - one 
solid, one with hole

2.09”
.51”

.41”
.61” .73”

  Catalog No. Description Length Dimensions

 LED-CHL-WOS8

Standard extruded 
aluminum mud-in walk 
over shallow depth 
channel.  Includes 
frosted lens (silicone 
required for installation).

8’

 LED-CHL-WOS-EC
(2) End caps for LED-
CHL-WOS - one solid, 
one with hole

1.06”

.43”
.12”

.48”

.84”

.375”

 LED-CHL-WOD8

Standard extruded 
aluminum mud-in walk 
over deep depth 
channel.  Includes 
frosted lens (silicone 
required for installation).

8’

 LED-CHL-WOD-EC
(2) End caps for 
LED-CHL-WOD
one solid, one with hole.

.84”

.48”

1.03”

 LED-CHL-MI-C8

Standard extruded 
aluminum mud-in 
channel for coves.  
LED-CHL-MI-CMCH8 
(included, see below)
With frosted lens 
with mounting clips 
and screws.

8’

 LED-CHL-MI-CEC

(2) End caps for 
LED-CHL-MI-C8 
- one solid, one 
with hole

 LED-CHL-MI-
CMCH8
 (INCLUDED WITH
  LED-CHL-MI-C8)

Mounting channel 
(included) for LED-
CHL-MI-C8 Cove 
channel.

2.75”
2.54”

1.64”

.71”

1.70”

.64”

.40”
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