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Project Name Type

Catalog # Date

FEATURES

• Control 3 zones
• Works with RGBW tape including Vision120 RGBW
• 12V operation (LD-E-UNV8-12 transformer included)
• Thousands of color options
• 4-channels: Red, Green, Blue, White
• 100% to 1% dimming
• ON/OFF control
• Touch sensitive
• 10 preset modes
• Fits standard junction box

SPECIFICATIONS

PRODUCT OVERVIEW

Our DMX wall-mounted controller allows you to control 
low and high voltage RGBW LED tape providing full color 
and brightness control. DMX controller can control up to 
3 zones at the same time or separately. Designed for use 
with DMX-LT-995 and V120-RGBW-DMX.

ELECTRICAL
• Input Signal: DMX512/RDM
• Power Consumption: <20mA

WARRANTY
• 3-year warrantyOPERATING TEMP

• 32 to 104°F (0 to +40°C)

CERTIFICATION
• CE, RoHS, IP20

®

Model Description
RGBW-DMX-WC DMX512 Controller

ORDERING INFORMATION

120
VOLT 20

IP 3 Yr.
WARRANTY

DMX Decoders

Model Description
V120-RGBW-DMX DMX995 V120RGBW Decoder 1.5A x 4CH 6A

DMX-LT-995 DMX995 Decoder 12/24VDC 6A x 5CH 30A

RGBW-DMX-WC
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WIRING DIAGRAMS

DIMENSIONS
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Junction Box (by others)

5-wire splice connectors included 
with V120-RGBW DMX decoder

Transformer (included)
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Number Mode

1 6 Color Rotate

2 7 Color Rotate

3 7 Color RGB

4 7 Color Step RGB

5 RGB Up and Down

6 RGB Ramp Up

7 RGB Ramp Down

8 RGB Rotate

9 5 Color Rotate

10 White Rotate

BUILT-IN EFFECTS

Play/Pause the 10 
built-in effects


