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Project Name Type

Catalog # DatePRODUCT OVERVIEW
The Irradiar Landscape Photocell Sensor by GM 
Lighting is a reliable outdoor lighting solution 
designed to automate your landscape lighting 
system. Engineered for precision and convenience, 
this sensor automatically turns your lights on at 
dusk and off at dawn, ensuring your landscape is 
illuminated only when needed.
FEATURES
• 120VAC daylight sensor
• Mounts to stainless steel transformer boxes
• Plug-in connector for transformer
• Photocell cover can be used to test the system
• Adjustable angle for aiming
SPECIFICATIONS
ELECTRICAL/MECHANICAL 
 • 120VAC 50/60Hz 
 • 15A, 1800W max (tungsten) 
 • 9.2A, 1100VA max (switching power supply)
 •  Case Dimensions: 2.0"W x 3.5"H x 1.25"D  

(50.8mm x 88.9mm x 31.8mm)
CERTIFICATION 
• UL listed 
• Wet location
WARRANTY 
 • 5 years (visit: gmlighting.net/warranty)

5 Yr.
WARRANTY

ORDERING INFORMATION
Product No. Description
ILS-C110 Photocell Sensor with Cap

Photocell Cover: 
can be used to force 
sensor to ON mode


